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DEDICATED FOR THE PRODUCTION OF LARGE PET OR PC CONTAINERS

ONE STEP BIAXIAL ORIENTATION
STRETCH BLOW MOLDING MACHINES

Single Injection Unit

ASB-650EXHS

Twin Injection Unit

ASB-650EXHD

NISSEI ASB MACHINE CO., LTD.




MASS PRODUCTION OF FLAWLESS LAR GE RETURNABLE CONTAINERS

HIGH QUALITY

M Material loss is eliminated since there is no excess material
on the neck or base of the container.
MBase leakage is completely eliminated by the injection
stretch blow molding process, as there are no weld lines on

the container.

BLeakage from the neck is eliminated due to the precision
injection molding which provides a perfect sealing surface

and smooth bore.

BMHeat setting during manufacture provides optimal heat
resistance required for returnable containers.

PC Containers

ASB-650EXHS

* ASB-650EXHS shown in photo includes options.

W SPECIFICATIONS OF MACHINE W PRODUCTS —
THEORETICAL INJECTION CAPACITY | cm? 1060 CAVITY NUMBER (BOTTLE) cavity| 1| 2| 3|4
DRIVING POWER kw 76.6 MAX. PRODUCT CAPACITY Lj2of2]10f10
HEATER CAPACITY kW 45 MAX. INLET OUTER DIAMETER E [ mm|135]115| 92| 80
OIL RESERVOIR CAPACITY L 2080 MAX. PRODUCT OUTER DIAMETER | BD | mm | 2801 235| 215| 180
MACHINE SIZE (LW xH) mm | 7160x2250%3896 MAX. PRODUCT HEIGHT HB| mm | 510510/ 380 450
MACHINE WEIGHT (APPROX.) ton 205 MAX. PRODUCT WEIGHT 9 | 901|451 280| 225

* Specifications are subject to change without any obligation on the part of the manufacturer.

ASB

Series

There is no hetter machine than these for molding 20L PET or PC hottles. The high
precision neck finish achieved by injection molding ensures a leak proof seal.

@®The conditioning station in ASB's renowned 4 station process enables optimal control and adjustment of the

preform temperature prior to blowing, ensuring optimal material distribution.

@The rigid, stable injection clamp mechanism enables the production of the thick walled preforms required for the
production of heavy, large returnable bottles.
@ Optimized for the production of PET and PC returnable bottles.

@ With the optional inserting device, containers with handles in the body can be produced.

I Features

ASB-650EXHS

@Single Injection Unit.
@Large blow clamp stroke enables the production of large non-round containers.
@®With the optional inserting device, containers with handles in the body can be

produced.

ASB-650EXHD

@Twin Injection Unit.
@ Two cavity configuration production of 20L PET or PC containers.

ASB-650EXHD

* ASB-650EXHD shown in photo includes options. _,Y

W SPECIFICATIONS OF MACHINE W PRODUCTS
THEORETICAL INJECTION CAPACITY | cm? 1060%2 CAVITY NUMBER (BOTTLE) cavity 2
DRIVING POWER kW 1316 MAX. PRODUCT CAPACITY L 20
HEATER CAPACITY kw 76.1 MAX. INLET OUTER DIAMETER E [ mm 115
OIL RESERVOIR CAPACITY L 2080 MAX. PRODUCT OUTER DIAMETER |BD [ mm | 280
MACHINE SIZE (LxWxH) mm | 7660x2500% 38396 MAX. PRODUCT HEIGHT HB|mm| 510
MACHINE WEIGHT (APPROX.) ton 235 MAX. PRODUCT WEIGHT 9 901

* Specifications are subject to change without any obligation on the part of the manufacturer.




